
ALPHA CONTROLS LTD HINDLEY INDUSTRIAL ESTATE, HINDLEY GREEN, WIGAN. WN2 4HR

Fig.: 3-Way Ball Valve T/L Port with ISO5211 Direct Mounting Pad
L Port: 441T-L-D 1000WOG FF
T Port: 441T-T-D

FEATURES: No. Parts Name Material
CE marking available 1 Bonnet ASTM A351 CF8M
Blow-out Proof Stem 2 Seat PTFE+15%FV/R-PTFE

Adjustable Packing Gland 3 Ball ASTM 316
Anti-Static Devices for Ball-Stem-Body 4 Gasket PTFE
Various Seal Material available 5 Stem Gasket PTFE

6 Body ASTM A315 CF8M

STANDARD: 7 Anti-Static Device ASTM A276 304
Design: ASME B16.34 8 Stem ASTM A276 316
Thread:BSP,NPT,BS21/2779,DIN259/2999,ISO228 9 Butterfly Spring PH15-7Mo
Inspection & Testing: API 598 10 Thrust Washer ASTM A276 304
Operation: Lever, Pneumatic/ Electric actuators available 11 Nameplate ASTM A276 304

12 Stem Nut ASTM A276 304
13 Handle ASTM A276 304
14 Packing Gland ASTM A276 304
15 Packing PTFE
16 O-ring Viton
17 Nut ASTM A276 304
18 Stop Pin ASTM A276 304

Dimension Unit: mm
SIZE L W □E H H1 H2 ISO5211 Break Torque NM
1/4" 50 118 9 60.5 30 8 F03/F04 6
3/8" 50 118 9 60.5 30 8 F03/F04 6
1/2" 68 120 9 71 39 9 F03/F04 7
3/4" 88 120 9 74 42.5 9 F03/F04 9
1" 90 135 11 80 49 11 F04/F05 12

1-1/4" 105 187 11 86 54 11 F04/F05 28
1-1/2" 120 187 14 99.5 63.5 14 F05/F07 45

2" 140 187 14 108.5 72.5 14 F05/F07 55
2-1/2" 185 220 17 140 100.5 18 F07/F10 76

3" 205 250 17 151 110 18 F07/F10 103

ALPHA CONTROLS LTD
Phone: 01942 525 833, Fax: 01942 523 413
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